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(e) In the event of power failure, drill
controls shall be placed in the neutral
position until power is restored.

(f) When churn drills or vertical ro-
tary drills are used, drillers shall not
be permitted to work under suspended
tools, and when collaring holes, in-
specting, or during any operation in
which tools are removed from the hole,
all tools shall be lowered to the ground
or platform.

§ 77.1010 Collaring holes.
(a) Starter steels shall be used when

collaring holes with hand-held drills.
(b) Men shall not hold the drill steel

while collaring holes, or rest their
hands on the chuck or centralizer while
drilling.

§ 77.1011 Drill holes; guarding.
Drill holes large enough to constitute

a hazard shall be covered or guarded.

§ 77.1012 Jackhammers; operation;
safeguards.

Men operating or working near jack-
hammers or jackleg drills, or other
drilling machines shall position them-
selves so that they will not be struck
or lose their balance if the drill steel
breaks or sticks.

§ 77.1013 Air drills; safeguards.
Air shall be turned off and bled from

the air hoses before hand-held air drills
are moved from one working area to
another.

Subpart L—Fire Protection
§ 77.1100 Fire protection; training and

organization.
Firefighting facilities and equipment

shall be provided commensurate with
the potential fire hazards at each
structure, enclosure and other facility
(including custom coal preparation) at
the mine and the employees at such fa-
cilities shall be instructed and trained
annually in the use of such firefighting
facilities and equipment.

§ 77.1101 Escape and evacuation; plan.
(a) Before September 30, 1971, each

operator of a mine shall establish and
keep current a specific escape and
evacuation plan to be followed in the
event of a fire.

(b) All employees shall be instructed
on current escape and evacuation
plans, fire alarm signals, and applica-
ble procedures to be followed in case of
fire.

(c) Plans for escape and evacuation
shall include the designation and prop-
er maintenance of adequate means for
exit from all areas where persons are
required to work or travel including
buildings and equipment and in areas
where persons normally congregate
during the work shift.

(Pub. L. No. 96–511, 94 Stat. 2812 (44 U.S.C.
3501 et seq.))

[36 FR 9364, May 22, 1971, as amended at 36
FR 13143, July 15, 1971; 60 FR 33723, June 29,
1995]

§ 77.1102 Warning signs; smoking and
open flame.

Signs warning against smoking and
open flames shall be posted so they can
be readily seen in areas or places where
fire or explosion hazards exist.

§ 77.1103 Flammable liquids; storage.
(a) Flammable liquids shall be stored

in accordance with standards of the
National Fire Protection Association.
Small quantities of flammable liquids
drawn from storage shall be kept in
properly identified safety cans.

(b) Unburied flammable-liquid stor-
age tanks shall be mounted securely on
firm foundations. Outlet piping shall be
provided with flexible connections or
other special fittings to prevent ad-
verse effects from tank settling.

(c) Fuel lines shall be equipped with
valves to cut off fuel at the source and
shall be located and maintained to
minimize fire hazards.

(d) Areas surrounding flammable-liq-
uid storage tanks and electric sub-
stations and transformers shall be kept
free from grass (dry), weeds, under-
brush, and other combustible materials
such as trash, rubbish, leaves and
paper, for at least 25 feet in all direc-
tions.

§ 77.1104 Accumulations of combus-
tible materials.

Combustible materials, grease, lubri-
cants, paints, or flammable liquids
shall not be allowed to accumulate
where they can create a fire hazard.

VerDate 25<JUN>98 11:01 Jul 22, 1998 Jkt 179116 PO 00000 Frm 00614 Fmt 8010 Sfmt 8010 Y:\SGML\179116T.XXX pfrm02 PsN: 179116T


		Superintendent of Documents
	2015-01-23T15:06:03-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




